
®VALV KOTE  410  
  

®VALV KOTE  410 valve lubricating sealant is a 
fully synthetic oil based inorganically thickened 
grease exhibiting exceptional resistance to sweet 
and sour containing H2S, carbon dioxide and 
hydrocarbons even at low temperatures.

®VALV KOTE  410 contains graphite as the 
primary solid lm lubricant and premium new 
generation torque reducing extreme pressure 
additives that ease valve operation and prevent 
frictional stress, galling and scoring between 
mating gate and seat surfaces. 

www.asvmultichemie.com

Manufactured by
ASV Multichemie Private Limited
W 46, TTC Industrial Area, MIDC Rabale
Navi Mumbai 400 701 INDIA 

LUBRICANT FOR GATE VALVE 

BODY FILL, POLAR GRADE

THICKENER BASE OIL

Synthetic 2Inorganic

ASV PRODUCT

VALV KOTE 410 Dark Gray

COLOR
DROP 
POINT °C

SERVICE
RATING °C

None

SUITABLE FOR

LUBRICANT FOR GATE VALVE BODY FILL, POLAR GRADE

NLGI
GRADE

-59 to +177

Hydrogen Sulde (H2S), 
Sour Crude & Gas, Carbon Dioxide 

NOT FOR 
Oxygen,  Strong Oxidizers

Fully Synthetic Infusible Grease

Sweet & Sour Inhibited

Contains Premium EP Additives & Graphite 

High Load Carrying Capacity

PREMIUM FEATURES

Protects Internal Surfaces From Wear

Excellent Low Temperature Performance 

Seals Effectively Against High Pressures
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